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Lifting Halo Ring Light 36
Model: BMS-LIFTHALO36  ·  Moving Head Beam  ·  Rev. 2026-10

CONTROL

DMX Channels 4/9/144 channels

POWER

Power Input AC 90V-240V, 50/60Hz

Power Consumption 750W + 400W*3

Power Connection Power connector input/output

CONSTRUCTION

Housing Colour Black

IP Rating IP20

Operating Temperature 0 °C to 40 °C

Cooling Fans

L IF T ING HOST

Lifting Host Type 3 units

Lifting Stroke 6 meters

Maximum Load 10 kg

Lifting Speed 0.5M/s

Safety Physical brake + electronic
protection

Lifting Host Net Weight 20 kg*3

BE AM BALL

Beam Ball Type 36 × 40W imported RGBW LEDs

Beam Ball Beam Angle 2.5°

Halo Ring Diameter 1200mm

Beam Ball Pixel Control Single LED can be controlled
individually

Beam Ball Net Weight 22 kg

KEY FE ATURES

High-output professional light engine
Precision optics for bright, uniform output
Smooth dimming and multi-mode strobe effects
DMX512 / RDM control with LCD display
Rugged black housing optimized for touring

T YPICAL  APPLICATIONS

Large concerts · Nightclubs · TV shows · Exhibitions · Stage productions

Specifications are subject to change without prior notice. Values above are taken from the current production datasheet for BMS-LIFTHALO36.
Photometric (IES/LDT) files, packaging dimensions and OEM/ODM options are available on request.

广东宝玛仕灯光音响有限公司  ·  Guangdong BMS Lighting & Audio Co., Ltd. www.gdbmslighting.com
Building A23, Yisheng Zhongchuangcheng, 518 Guangqing Avenue, Longtang Town, Qingcheng District, Qingyuan, Guangdong,
China

contact@bmslighting.com  ·  +86 134 2298
7043


